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MANUFACTURERS OF 
MEDICAL APPARATUS, GASES AND SUPPLIES FOR THE PROFESSION, HOSPITALS AND RESEARCH LABORATORIES 


[OUA Streamlined, lustrous aluminum alloy... 
Non-chipping, Stain-resistant an 


ADE of aluminum-alloy tubing, light-weight, structi 

M sturdy, durable, with smooth-polished, dust- | tion, 

resisting surfaces that are easily cleaned and cannot | layer: 

chip or show wear, SterilBrite furniture has been or dre 

widely welcomed as a distinctive contribution to etc., € 

modern hospital efficiency. equip 

Skillfully formed into graceful lines, the frames of con- subste 

tinuous aluminum-alloy tubing are rigidly joined by necto! 

sturdy streamlined connector-castings of aluminum- The C 

alloy. Smooth, unbroken lines that eliminate corners East 

and crevices, and lustrous surfaces that are non-chip- Divis 

ping, highly resistant to stains, scuffs and scratches, Labo 

ANESTHETISTS’ TABLES penat strict asepsis and save much time and effort Scanl 
ordinarily spent in maintenance. es 

Table at left, top 16” x 20”, has stainless-steel drawer, Basins, table tops, trays, etc., are of stainless steel | and 
13%2"x 14" x 4”. Table at right has two removable stainless- corrosion-resisting, smooth, easy to keep clean, inde- | West 


steel trays, 14” x 18” x 1” and stainless-steel drawer, 16” x 
14” x 4". Mounted on 2” solid-rubber ball-bearing casters. | 


wt ADJUSTABLE } 
INSTRUMENT STANDS ) 
The SterilBrite overtable instrument stand 


has an upright of tubular-steel into which 
fits a telescoping non-revolving upright 


carrying a stainless-steel tray. Adjustable 
in height from 39” to 54”. Available with 
automatic locking device or with setscrew | 


locking device. Base is heavy cast-bronze. 
Uprights and base are chromium-plated. 


INSTRUMENT AND € 
SUPPLY TABLES TEL 
Tops and shelves are of stain- Tubu 
less steel. Top sizes from 16” x chron 
20” to 20” x 48”. Circular sectie 
shape table below is 15"x 72”, bane 
mounted on 3” noiseless casters. Avai 
and 
i 
OPERATORS’ STOOLS 

Stool has pressed-steel chromium-plated revolving seat, 

adjustable from 18” to 27”. Footstool top is solid cast- ( 
aluminum. 


For complete description and specifications: 


For strict asepsis, low maintenance costs 


nd permanence... 


structible. Tops and shelves are of laminated construc- 


Just- tion, with sound-deadening material between metal 
inot layers to eliminate resonance when articles are placed 
een or dropped thereon. Brackets supporting basins, trays, 

to etc., are fitted with rubber silencers. Caster and wheel 


equipment is noiseless, ball-bearing, easy-turning and 
substantially fitted to the frames by means of con- 
by nector castings of aluminum-alloy. 


um- The Ohio Chemical & Mfg. Co., Executive Offices: 60 
ners East 42nd St., New York 17, N. Y.—Medical Gas 


hip- Division, Cleveland—Hospital Supply and Watters 
hes, | Laboratories Division, New York—Heidbrink and 
Fort | scanlan-Morris Divisions, Madison, Wis.—Represented 

in Canada by Oxygen Company of Canada Limited, 
s— | and internationally by Airco Export Corporation, 33 
de- | West 42nd St., New York, N. Y. 
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TELESCOPING IRRIGATOR STANDS 


{I 


ye & € è 
Tubular-steel upright attached to cast-iron base, 
chromium-plated, on rubber-tired casters. Telescoping 
section is tubular-steel. Efficient locking mechanism, one- 
hand control. Adjustable in height from 71” to 102”. 
Available with or without jars of annealed blown-glass 
and chromium-plated brass cover. 


SPONGE 
RECEPTACLES 


Mail the coupon from the following page. 


SOLUTION STANDS 


One-basin and two-basin stands, with 14” stainless-steel 

basins, deep type. Also arm-immersion stand, single, with 

one deep, white porcelain-enameled steel tank, 9” x 16”. 
Mounted on 2” noiseless casters. 


DRESSING 
CARRIAGES 


Top and shelf of stainless 
steel. Mounted on 8” rub- 
ber-tired wheels, two rig- 
id and two swivel. Dimen- 
sions: 44” x 20” x 33”. 
Available with or without 
basin and bucket of 


+ 


D 


stainless-steel. 


BASSINETS 


Stand is formed of aluminum-alloy 


tubing, mounted on noiseless swivel 
rubber-tired ball-bearing 3” 
wheels. Bassinet is tiltable, made 
of welded steel, finished in silver- 
tone, size 28” x 14” x 9⁄4”. These 
bassinets also available in groups 
of four, mounted on stand 69” long. 


NURSES’ CHART DESK | 


Frame is aluminum-alloy tubing. 
Dark-green, soundproof, water- 
proof, ‘'Kwi-et-lin''-covered top, 
edged with chromium-plated brass 
Body and chart compartment are 
terne plate, silvertone finish. Rack: 
(for book form, 8⁄2” x 11” chart 
holders) are chromium-platec 
brass. Sheet-steel drawers. Made 
in three sizes. 
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Recessed cabinets Central Service Department. At left—upper Boe per 
section for warming of solutions, fitted with two electrically 3. Wh 
heated shelves with thermostat and pilot light. aries be! 


included. 
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Scanlan-Morris Recessed Cabinets of Steel} "orom 
a 

and Glass for Instruments and Supplies | "g 

Care of the great variety of supplies and materials required | “°°” 

for the surgical and maternity departments of the modern hos- | 2. Toc 


Recessed cabinet in maternity department. Upper sec- pital is greatly facilitated by the installation of Scanlan-Morris 


3. Lal 


tion open and fitted with adjustable stainless steel Recessed Cabinets—engineered to fit requirements. a meal. 
shelves for holding mothers’ treatment trays. 
~ ja r Scanlan-Morris Recessed Cabinets are made with bodies of 20- Who N 
gauge steel, with double-lapped and sweated seams, insuring Iron I 
dust-proof construction; frames are flat steel, electrically welded To th 
is an iro 


to insure maximum strength and rigidity. Doors may be glass or ikk mi 


metal, as desired. Shelves may be of glass or ot metal, and are 
supported by shelf strips and clips which provide spacing at 


Clarksd: 
one-half inch increments. Counters and shelves may be of stain- Clarksdi 
less steel or other metal as specified. a 
dito 
Scanlan-Morris Recessed Cabinets are made in sizes and styles owns 
as required to serve the specific needs of the department in Want: 
which they are installed. House 
To th 
Mail the coupon below for detailed information. keme 
keepers 
Counter type cabinets for soiled utensils, equipped with 
double sink—maternity department and surgical floor. Newco 
Ei (ee ee ee ee Vinela 
PE S THE OHIO CHEMICAL & MFG. CO a 
60 East 42nd Street, New York 17, N. Y. . . Ed 
Sond infomation on {21 Staite Fendiore: GENERAL aa 60 sien STREET, NEW TORE 17, NEW YORK ot he 
Scanlan-Morris Recessed Cabinets. ta Cabs O CE re i Ce ttn cs oes Teao es As 
Represented Internationally by Airco Export Corporation West J 
ease: 33 West 42nd Streot, New York 18, N. Y Jersey. 
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